
Aircraft Paint Operation, Building 868 (EU 011) 
Daily Filter Pressure Drop Log Sheet 

FRCSE 5090/11 (Rev. 6-2008) 

 Date        

Environmental Compliance Operating Range:  0.02” w.g. to 0.9” w.g. Aircraft Finish Shop (code 62716) 
Cease operations immediately when pressure drop is outside this range (one or more gauges). 

Pressure Drop (“ w.g.) Gauge 
No. Shift 1 Shift 2 Shift 3 Baseline 

Comments 

1-1                               
1-2                               
1-3                               
1-4                               
2-1                               
2-2                               
2-3                               
2-4                               
2-5                               
3-1                               
3-2                               
3-3                               
3-4                               
3-5                               
4-1                               
4-2                               
4-3                               
4-4                               
5-1                               
5-2                               
5-3                               
5-4                               
5-5                               
5-6                               
6-1                               
6-2                               
6-3                               
6-4                               
6-5                               
6-6                               

NOTES: 
1. Magnehelic gauges indicate 0-1” w.g. 
2. The current baseline pressure drop reading shall be recorded in the Baseline column. 
3. The pressure drop shall be recorded for each gauge once per shift when surface coating operations occur. N/A shall be recorded in lieu of a pressure 
drop reading when no operation occurs during a shift. The artisan recording pressure drop shall initial below. If more than one artisan records pressure 
drop readings per shift, initial in the Comments column. 
 

Artisan’s Initial: 1st Shift   2nd Shift   3rd Shift   
 

4. The Supervisor shall validate each shift that all recorded pressure drop readings are within the compliant pressure drop range or that no surface 
coating operations occurred during a shift where N/A is recorded. 
 

Supervisor’s Validation:  1st Shift   2nd Shift   3rd Shift   
 

5. Periodically monitor (at least once per hour) the pressure drops during surface coating operations. Cease operations if any pressure drop reading is 
outside the compliant pressure drop range. 
6. Submit a trouble call requesting filter change-out service when one or more pressure drops exceed 0.8” w.g. The maintenance action level can be set 
lower than 0.8” w.g. at the shop’s discretion. Document trouble calls in the Comments column. 
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