
 FRCSW 4855/10 (REV. SEP 2010)

FRCSWINST 4855.1

QUALITY CHARACTERISTIC LIST                 QCL NO.

NOTES: 1.  TYPE QA VERIFICATION RECORD REQUIRED.  I.MANDATORY, II TEMPORARY MANDATORY, III SAMPLING INSPECTION 
 2.  VERIFICATION TYPES I AND III APPEAR PREPRINTED.  TYPE III UPGRADED TO TYPE II IS INDICATED BY A "QV REQ" OVERSTAMP 
      IN THE TYPE VERIFICATION COLUMN. 
 3.  CERTIFICATION SIGNIFIES THAT EACH INDIVIDUAL CHARACTERISTIC CONFORMS TO ALL SPECIFICATIONS DEFINED IN REFERENCED  
     TECHNICAL DATA.  
 4.  FINAL ACCEPTANCE SIGNIFIES THAT ALL PROCESSING WAS IN ACCORDANCE WITH SPECIFICATIONS BASED ON IN -PROCESS  
      ACCOUNTABILITY AND APPLICABLE EXAMINATION OF THE PRODUCT.  
 5.  THIS LIST PROVIDES MINIMUM INSPECTION REQUIREMENTS ONLY AND DOES NOT PRECLUDE SUCH FURTHER INSPECTION AS MAY  
      BE DEEMED NECESSARY TO ASSURE PRODUCT QUALITY 
 6.  PHASE LINE=PRESENT TO QUALITY ASSURANCE PRIOR TO FURTHER PROCESSING. 
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CONTROL/LINK NO. SERIAL NO. PART NO. ITEM/OPERATION SHOP NO.
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TECHNICAL DIRECTIVE(S) / REFERENCE(S):



 FRCSW 4855/10 (REV. SEP 2010)

FRCSWINST 4855.1
SUPPLEMENTAL QUALITY CHARACTERISTIC LIST

  RECORD BELOW NOT ONLY THE CHARACTERISTIC NUMBERS FOR CHARACTERISTICS THAT, SUBSEQUENT TO CERTIFICATION/VERIFICATION ARE FOUND TO BE DISCREPANT, OR DISTURBED 
FOR SUBSEQUENT PROCESSING/REPROCESSING OF OTHER CHARACTERISTICS, TOGETHER WITH THE DWO SERIAL NUMBER, WHEN APPLICABLE, AND A DESCRIPTION OF THE PROBLEM, VOID 
THE INDICATOIN OF ORIGINAL CERTIFICATION/VERIFICATION (FRONT SIDE OF THIS QCL) OF EACH CHARACTERISTIC RECORDED BELOW.  

CHAR NO. CERTIFICATION VERIFICATION DESCRIPTION OF PROBLEM AND DISPOSITIONDWO NO. 

DESCRIPTION OF PROBLEM AND DISPOSITIONDATEDOCUMENT 
SERIAL NO. 

TYPE ACTION

PRODUCT QUALITY HISTORY
RECORD BY  APPROPRIATE CODE NUMBER IN THE TYPE ACTION COLUMN BELOW,  ALL ENGINEERING/QUALITY DOCUMENT ACTIONS THAT ARE A DIRECT RESULT OF PROCESSING THIS 
PARTICULAR ITEM.  CODE NUMBERS ARE AS FOLLOWS:  1. DWO  2. REQUEST FOR ENGINEERING INFORMATION TEMPORARY ENGINEERING INSTRUCTION.  3.  ENGINEERING INFORMATION 
REPORT REPLY REQUUEST.  4.   DRAWING CHANGE ORDER.  5.  PRODUCT QUALITY DEFICIENCY REPORT.  6.  MATERIAL REVIEW BOARD DISPOSITION.  7.  OTHER (SPECIFY)
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