
FRCSWINST 4720.1N

NONDESTRUCT TEST REPORT

CRANE P/A # HOOK # RETAINING NUT #

CHECK APPROPRIATE BOX(ES):

UPPER HOOK & RETAINING NUT HOOK HAS THRUST BEARING

LOAD HOOK & RETAINING NUT HOOK HAS THRUST BEARING

Tram Length Base Dimension (inches): 
(tram length etched on hook)

Hook assembled by:

Date Hook assembled:

NDT TEST METHOD (NDT inspector to check either one)

MAGNETIC PARTICLE (IN ACCORDANCE WITH ASTM A 275)

LIQUID PENETRANT-NON MAGNETIC MATERIAL ONLY 
       (IN ACCORDANCE WITH ASTM E 1417)

NOTE: Reject hooks or nuts with linear indicatons greater than 1/16 inch.

NDT INSPECTOR STAMP: DATE:

HOOK/ NUT HISTORY

ANNUAL CERT. DATE:

ANNUAL CERT. DATE:

ANNUAL CERT. DATE:

ANNUAL CERT. DATE:

ANNUAL CERT. DATE:

ANNUAL CERT. DATE:

NOTE: AN NDT OF A CRANE HOOK/NUT IS VALID FOR SIX ANNUAL CERTIFICAITON PERIODS (THREE  CERT  
            PERIODS FOR CRANES IN THE BIENNIAL CERT. PROGRAM). 
  
  
  
(DO NOT DISCARD COMPLETED SHEET. KEEP IN HOIST HISTORY JACKET OR HOOK STORAGE BINDER IF HOOK 
IS OUT OF SERVICE).  
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