
Note: Inspect components that are reasonably accessible without disassembly.
CRANE NO. TYPE LOCATION OPERATOR'S NAME OPERATOR'S LICENSE NO.

PURPOSE OF INSPECTION LEGEND

B = BEFORE A = AFTER D = DURING

DATE STARTED DATE COMPLETED

ITEM NO. ITEM DESCRIPTION
B. D. A.

Insp/
Init.

1. Inspect structural components for damaged or deteriorated members,
and for evidence of loose and missing fasteners and cracked welds.

2. Inspect wire rope for wear, broken wire, corrosion, kinks, damaged
strands, crushed or flattened sections, condition of sockets, dead end
connections, and for proper lubrication.

3. Verify each grooved drum has minimum of two complete wraps of wire rope
at lowest working level.  For smooth (ungrooved) drums, three complete
wraps are required.

4. Inspect hooks for cracks, sharp edges, gouges, distortion, and freedom of
rotation.

5. Inspect brakes and clutches for condition and proper operation.  Spot check
components for proper adjustment and acceptable wear.

6. Inspect controls and control components for condition and proper
operation.

7. Inspect motors for condition and proper operation.

8. Inspect limit switches for condition and proper operation.

9. Inspect load indicators for condition and working accuracy.

10. Inspect mechanical equipment for condition and proper operation.

11. Inspect sheaves for condition and evidence of loose bearings and
misalignment.

12. Inspect wheels, tires, rollers and roller paths or rails for condition and
evidence of loose bearings and misalignment.

13. Inspect chains and sprockets for condition and proper operation.

14. Verify capacity chart or hook load rating data is in view of operator
and/or rigging personnel.

15. Inspect operator's cab for cleanliness and operation of equipment.

16. Inspect machinery house for cleanliness, proper safety guards, warning
signs, and storage of tools and equipment.
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CRANE CONDITION INSPECTION RECORD

ITEM NO. ITEM DESCRIPTION
B. D. A.

Insp/
Init.

17. Verify proper operation of indicators, warning devices, and lights.

18. Verify current inspection of fire protection equipment.

19. Verify that pressure vessel inspection certificates are posted and current.
(See MIL-HDBK 1152 or appropriate document for test procedures.)

20. Inspect outriggers, pads, boxes, wedges, cylinder mountings and level
indicators for condition and proper operation.

21. Inspect travel, steering, braking, and locking devices for condition and
proper operation.

22. Verify accuracy of radius and/or boom angle indicator.
See appendix C for verification procedures.

23. Inspect pawls, ratchets, and rotate locks for proper engagement and
operation of interlocks.

24. Inspect tanks, lines, valves, drains, filters, and other components of air
systems for leakage and proper operation.

25. Inspect reservoirs, pumps, motors, valves, lines, cylinders and other
components of hydraulic systems for leakage and proper proper operation..

26. Inspect engines and engine-generator sets for condition and proper
operation.

27. Inspect counterweights and ballast for condition and evidence of loose and
missing fasteners.

28. Verify barge compartment (voids) cover bolts are installed.

29. Verify accuracy of list and trim indicators against design data or previous
test data.

REMARKS:

INSPECTOR SIGNATURE/DATE TEST DIRECTOR SIGNATURE/DATE
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Note: Inspect components that are reasonably accessible without disassembly. 
Note: Inspect components that are reasonably accessible without disassembly.
CRANE NO. 
TYPE 
LOCATION 
OPERATOR'S NAME 
OPERATOR'S LICENSE NO. 
PURPOSE OF INSPECTION 
LEGEND 
Legend B equal Before, A equal After, D equal During
B = BEFORE 
A = AFTER 
D = DURING 
DATE STARTED 
DATE COMPLETED 
ITEM NO. 
ITEM DESCRIPTION 
B. 
D. 
A. 
Insp/
Init. 
1. 
Inspect structural components for damaged or deteriorated members, 
and for evidence of loose and missing fasteners and cracked welds. 
2. 
Inspect wire rope for wear, broken wire, corrosion, kinks, damaged 
strands, crushed or flattened sections, condition of sockets, dead end 
connections, and for proper lubrication. 
3. 
Verify each grooved drum has minimum of two complete wraps of wire rope at lowest working level.  For smooth (ungrooved) drums, three complete 
wraps are required.
4. 
Inspect hooks for cracks, sharp edges, gouges, distortion, and freedom of 
rotation. 
5. 
Inspect brakes and clutches for condition and proper operation.  Spot check 
components for proper adjustment and acceptable wear.
6. 
Inspect controls and control components for condition and proper 
operation. 
7. 
Inspect motors for condition and proper operation. 
8. 
Inspect limit switches for condition and proper operation. 
9. 
Inspect load indicators for condition and working accuracy. 
10. 
Inspect mechanical equipment for condition and proper operation. 
11. 
Inspect sheaves for condition and evidence of loose bearings and 
misalignment. 
12. 
Inspect wheels, tires, rollers and roller paths or rails for condition and 
evidence of loose bearings and misalignment. 
13. 
Inspect chains and sprockets for condition and proper operation. 
14. 
Verify capacity chart or hook load rating data is in view of operator 
and/or rigging personnel. 
15. 
Inspect operator's cab for cleanliness and operation of equipment. 
16. 
Inspect machinery house for cleanliness, proper safety guards, warning 
signs, and storage of tools and equipment.
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CRANE CONDITION INSPECTION RECORD 
ITEM NO. 
ITEM DESCRIPTION 
B. 
D. 
A. 
Insp/
Init. 
17. 
Verify proper operation of indicators, warning devices, and lights. 
18. 
Verify current inspection of fire protection equipment. 
19. 
Verify that pressure vessel inspection certificates are posted and current. 
(See MIL-HDBK 1152 or appropriate document for test procedures.) 
20. 
Inspect outriggers, pads, boxes, wedges, cylinder mountings and level 
indicators for condition and proper operation. 
21. 
Inspect travel, steering, braking, and locking devices for condition and 
proper operation. 
22. 
Verify accuracy of radius and/or boom angle indicator. 
See appendix C for verification procedures. 
23. 
Inspect pawls, ratchets, and rotate locks for proper engagement and 
operation of interlocks. 
24. 
Inspect tanks, lines, valves, drains, filters, and other components of air 
systems for leakage and proper operation. 
25. 
Inspect reservoirs, pumps, motors, valves, lines, cylinders and other 
components of hydraulic systems for leakage and proper proper operation.. 
26. 
Inspect engines and engine-generator sets for condition and proper 
operation. 
27. 
Inspect counterweights and ballast for condition and evidence of loose and 
missing fasteners. 
28. 
Verify barge compartment (voids) cover bolts are installed. 
29. 
Verify accuracy of list and trim indicators against design data or previous 
test data. 
REMARKS: 
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TEST DIRECTOR SIGNATURE/DATE 
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