
NAVAIRDEPOTINST 11450.1

FLOOR CRANE INSPECTION AND CERTIFICATION
NUMBER CAPACITY LOCATION

PURPOSE OF INSPECTION DATE STARTED DATE COMPLETED

ITEM
NO. ITEM DESCRIPTION S U C NA

INSPECT BOOM, MOUNTING HOLES, PIVOT POINTS, LOCK MECHANISM FOR EXCESSIVE WEAR, CRACKS,
TWIST, BENDS, CORROSION, MALFUNCTION OR OTHER DEFECTS.

INSPECT HYDRAULIC COMPONENTS FOR EVIDENCE OF OIL LEAKAGE, SCORED, NICKED, BENT, DENTED
OR CORRODED CYLINDER ROD OR BARREL.

INSPECT THE ELECTRICAL SYSTEM (WHEN SO EQUIPPED) FOR DETERIORATION OF INSULATION,
LOOSE CONNECTIONS, OVERHEATING, OR DAMAGE.

LUBRICATE AND CHECK ALL FLUID LEVELS.

PERFORM LOAD TEST WITH BOOM  RETRACTED.  (ALL TEST AT 125% OF RATED LOAD).  BE SURE TO ALIGN
ADJUSTABLE LEGS WITH THE BOOM LENGTH.

1.

3.

2.

4.

5.

6.

7.

REMARKS:

LEGEND:S = SATISFACTORY U = UNSATISFACTORY C = CORRECTED N/A = NOT APPLICABLE

INSPECTOR (Signature) DATE CERTIFYING OFFICIAL (Signature) DATE

TEST DIRECTOR (Signature) DATE

8.

INSPECT FLOOR CRANE FOR CAPACITY MARKINGS.

EXPIRATION DATE

FRC EAST 11450/1 (Rev. FEB 2008)

INSPECT STRUCTURAL MEMERS, WHEELS< HAND LEVERS, FOOT LEVELS FOR CRACKS, DEFORMATION,
EXCESSIVE CORROSION, OR OTHER DEFECTS.

INSPECT THE HOOK, HOOK PIVOT, WIRE ROPES, CHAINS, AND MOUNTING HARDWARE.
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Floor Crane Inspection and Certification
NUMBER 
CAPACITY 
LOCATION 
PURPOSE OF INSPECTION 
DATE STARTED 
DATE COMPLETED 
ITEM 
NO.
Item Number
ITEM DESCRIPTION 
Item Description
S 
Satisfactory
U 
Unsatisfactory
C 
Corrected
NA 
Not Applicable
INSPECT BOOM, MOUNTING HOLES, PIVOT POINTS, LOCK MECHANISM FOR EXCESSIVE WEAR, CRACKS,
TWIST, BENDS, CORROSION, MALFUNCTION OR OTHER DEFECTS. 
INSPECT HYDRAULIC COMPONENTS FOR EVIDENCE OF OIL LEAKAGE, SCORED, NICKED, BENT, DENTED 
OR CORRODED CYLINDER ROD OR BARREL.
INSPECT THE ELECTRICAL SYSTEM (WHEN SO EQUIPPED) FOR DETERIORATION OF INSULATION,  LOOSE CONNECTIONS, OVERHEATING, OR DAMAGE. 
LUBRICATE AND CHECK ALL FLUID LEVELS. 
PERFORM LOAD TEST WITH BOOM  RETRACTED.  (ALL TEST AT 125% OF RATED LOAD).  BE SURE TO ALIGN
ADJUSTABLE LEGS WITH THE BOOM LENGTH.  
1. 
3. 
2. 
4. 
5. 
6. 
7. 
REMARKS: 
LEGEND:S = SATISFACTORY 
U = UNSATISFACTORY 
C = CORRECTED 
N/A = NOT APPLICABLE 
INSPECTOR (Signature) 
DATE 
CERTIFYING OFFICIAL (Signature) 
DATE 
TEST DIRECTOR (Signature) 
DATE 
8. 
INSPECT FLOOR CRANE FOR CAPACITY MARKINGS. 
EXPIRATION DATE 
FRC EAST 11450/1 (Rev. FEB 2008)
INSPECT STRUCTURAL MEMERS, WHEELS< HAND LEVERS, FOOT LEVELS FOR CRACKS, DEFORMATION,
EXCESSIVE CORROSION, OR OTHER DEFECTS.
INSPECT THE HOOK, HOOK PIVOT, WIRE ROPES, CHAINS, AND MOUNTING HARDWARE. 
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