
Please wait... 
  
If this message is not eventually replaced by the proper contents of the document, your PDF 
viewer may not be able to display this type of document. 
  
You can upgrade to the latest version of Adobe Reader for Windows®, Mac, or Linux® by 
visiting  http://www.adobe.com/go/reader_download. 
  
For more assistance with Adobe Reader visit  http://www.adobe.com/go/acrreader. 
  
Windows is either a registered trademark or a trademark of Microsoft Corporation in the United States and/or other countries. Mac is a trademark 
of Apple Inc., registered in the United States and other countries. Linux is the registered trademark of Linus Torvalds in the U.S. and other 
countries.


FRCEASTINST 13440.1
FRC EAST 13440/12 (REV June 2016)
HYDRAULIC SAMPLING CERTIFICATION (Aircraft Specific)
1.  REQUIRED READING
Artisan Signature:
Date:
a.  COMNAVAIRFORINST 4790.2 Chapter 10 Para. 10.5
b.  NAVAIR 01-1A-17
c.  NAVAIR 01-1A-20
d.  FRCEASTINST 13440.1
 e.  AG-140BA-MRC-100
 f.  A1-H46AE-450-000 WP 015 00
 g.  A1-AV8BB-450-300 WP 004 00
 h.  NAVAIR 01-110HCE-2-5
 i.  NAVAIR 01-H1AAC-2-8 WP004 00
 j.  NAVAIR 01-11HCG-2-8 WP 003 00
 k.  A1-H53CE-450-000 WP 003 00
 l.  SSS 2911, 2912, 2921, (System, Sub-system, and Sub-Sub System)
m.  F35-AAB-A1221020000-222A-A
n.  F35-AAB-A1221020000-222B-A
o. A1-FA18AC-IETMS
p.  
q.
(Blocks (e) through (o) are T/M/S specific MIM/MRCs)    
Note 1: All required reading shall be accomplished prior to taking hydraulic samples.  
Note 2: New OJT test samples are required for technician inactivity exceeding 24 months.  
2.  Five samples must be taken and witnessed by a qualified artisan and then submitted for analysis.  The sixth sample must be taken and witnessed by a Qualified Assurance Specialist (QAR), and then submitted for analysis. (The preferred method is the Electronic Particle Counter).  The Hydraulic Contamination Analysis Kit (P/N 57L414) can be used if the Electronic Particle Counter is not available.  
      OJT
Sample Number
Sample Taken or Method Analyzed (Select appropriate action performed from drop down cells below!)
 
Source (Type Aircraft)
Date
Qualifying Artisan/QAR Signature/Stamp Required
1.
2.
3.
4.
5.
6.
1.
2.
3.
4.
5.
6.
1.
2.
3.
4.
5.
6.
 3.  TESTING: Complete open book Hydraulic Contamination Control program Test (80% minimum)
4.  CERTIFICATION VERIFICATION/REQUEST
The above name individual has satisfactorily completed all prerequisites for hydraulic sampling certification.
5.  Verification of Refresher Training - Every Two Years (24 months)
Refresher Date
Trainee Signature
Training Leader Signature
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