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ISSUE DOSIMETRY:
NAME
EPD S/N
ISSUE CHECKS
INITIAL READING
FINAL READING
NET READING
REMARKS
INITIALS
PRE-OPERATIONAL CHECKS:
EXPOSURES OR GROUPS OF EXPOSURES:
DATE
START TIME
STOP TIME
REMARKS
============================================= NO FURTHER EXPOSURES =============================================
POST-OPERATIONAL CHECK: 
AS THE RADIAC CALIBRATION TECHNICIAN, I CERTIFY ALL THE DATA ABOVE IS CORRECT.
	Select Location of operation: 
	Select Gamma Calibrator in use.: 
	Do Not Press Reset Button Until you have completed and Printed the form: 
	CurrentPage: 
	PageCount: 
	RADIAC Calibration Technician: 
	Enter RSO/ARSO designated to be within 2 hours: 
	Remarks: 
	Date: 
	Start Time: 
	Stop Time: 
	1. All Personnel wearing proper dosimetry: 0
	3. Source Check Performed: 0
	Meter & Probe s/n's: 
	4. Radiation and High Radiation Signs Posted: 0
	5. Perform Pre-Operational Surface Radiation Level Check: 0
	5. Enter Pre-Operational Surface Radiation Level Check  (mR/hr): 
	6. Source down "Push to Test" Lamp is lit: 0
	7. Source up "Push To Test" lamp illuminates when pushed.: 0
	8. Tower Interlock Switch locks source down: 0
	9. Ten Second Audible Warning: 0
	10. Three Lighted Warning Signs: 0
	13. Green "Off" Button: 0
	12. Door Interlock Switch (applicable to PPB only): 0
	Click to subtract Exposure rows: 
	Click to add Exposure rows: 
	Perform Post-Operational Surface Radiation Level Check: 0
	Enter Post-Operational Surface Radiation Level Check  (mR/hr): 
	RADIAC Calibration Technician (Printed): 
	Date: 
	RADIAC Calibration Technician (Signature): 
	RSO Comments: 
	RSO/ARSO (Printed): 
	Date: 
	RSO/ARSO (Signature): 



