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CALIBRATOR / SOURCE DESCRIPTION:
SURVEY METER DATA:
INTERLOCK AND WARNING SIGNAL CHECKS:
DEVICE
YES
Yes
NO
No
DEVICE
YES
Yes
NO
No
10 Second Audible Signal Heard?
10 second audible signal heard?
Source Returns To Shielded Position When "Off" Button Is Pressed?
Source returns to shielded position when "Off" button is pressed?
Three "Caution Radiation" Signs Illuminate When Source Is Exposed?
Three "Caution Radiation" signs illuminate when source is exposed?
"Source Down" Push To Test Lamp Illuminated And "Source Up" Push To Test Lamp Illuminates When Pressed?
"Source Down" Push To Test lamp illuminated and "Source Up" Push To Test lamp illuminates when pressed?
Source Returns To Shielded Position When Photoelectric Beam Is Interrupted?
Source returns to shielded position when photoelectric beam is interrupted?
"Irradiate" Button Does Not Move Source When Lockout Switch Is In The "Off" (Down) Position?
"Irradiate" button does not move source when lockout switch is in the "Off" (down) position?
ATTACH DIAGRAMS SHOWING SURVEY POINTS TESTED:
SURVEY POINT
EXPOSURE (mR/hr)
Enter the exposure reading
SURVEY POINT
EXPOSURE
(mR/hr)
Enter the exposure reading
SURVEY POINT
EXPOSURE
(mR/hr)
Enter the exposure reading
SURVEY POINT
EXPOSURE
(mR/hr)
Enter the exposure reading
A-01	
C-11
Y-07
Y-18
C-01
C-12
Y-08
Y-19
C-02
C-13
Y-09
Y-20
C-03
C-14
Y-10
Y-21
C-04
C-15
Y-11
Y-22
C-05
Y-01
Y-12
Y-23
C-06
Y-02
Y-13
Y-24
C-07
Y-03
Y-14
Y-25
C-08
Y-04
Y-15
Y-26
C-09
Y-05
Y-16
Y-27
C-10
Y-06
Y-17
Y-28
SIGNATURES:
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