
MDMC/TRAD/004 (Rev 10-5) PREVIOUS EDITIONS ARE OBSOLETE         ADOBE 8.0

CWC 741 AAV HULL TAP CHECK OFF SHEET

Hull JON

WO#

Mark cracks, damaged standoffs, standoffs with broken screws.

Wire harness clamp screws that are broken-grind flush with surface, step over enough to 
clear broken screw and drill and tap.

Enter Comment

EAAK (Armor) pads should already be plugged-remove plugs blow out each hole, tap, and 
blow out again-then plug plastic plug.  EAAK pads with slightly loose nuts are acceptable 
as long as the nuts do not spin.

Date:

Check and tap drain plug holes

Drain plug needs weld shop repair?

Check and tap contact cooler holes.

Contact cooler drain holes need weld shop repair..

Remove / replace all unserviceable inserts, blind rivets, rivnuts, etc..

Use template, apply exhaust modification.

Use template, apply air breather modification

Perform Velcro modification around driver's and commanders' hatches  
(Remove all broken screws). 

Repair / replace hatch pins.

On lower forward skirt holes, remove inserts / helicoils and check threads.  Drill and 
chamfer (prep for weld), if needed

Deburr all machined surfaces and clean hull of debris

Use SINGAR template, check for alignment of mounting holes

Apply new air outlet vent modification to driver's station

Sand all rivet heads flush with surface

Check Transducer Mod (template)

Apply antenna mod (P7 only)

Remove all broken bolts / screws and note them below:

Final sign off before welding:

Final sign off after welding:

CPI

CPI

Date:

Date:


MDMC/TRAD/004 (Rev 10-5)
PREVIOUS EDITIONS ARE OBSOLETE
        ADOBE 8.0
CWC 741 AAV HULL TAP CHECK OFF SHEET
Mark cracks, damaged standoffs, standoffs with broken screws.
Wire harness clamp screws that are broken-grind flush with surface, step over enough to clear broken screw and drill and tap.
Enter Comment
EAAK (Armor) pads should already be plugged-remove plugs blow out each hole, tap, and blow out again-then plug plastic plug.  EAAK pads with slightly loose nuts are acceptable as long as the nuts do not spin.
Check and tap drain plug holes
Drain plug needs weld shop repair?
Check and tap contact cooler holes.
Contact cooler drain holes need weld shop repair..
Remove / replace all unserviceable inserts, blind rivets, rivnuts, etc..
Use template, apply exhaust modification.
Use template, apply air breather modification
Perform Velcro modification around driver's and commanders' hatches 
(Remove all broken screws). 
Repair / replace hatch pins.
On lower forward skirt holes, remove inserts / helicoils and check threads.  Drill and chamfer (prep for weld), if needed
Deburr all machined surfaces and clean hull of debris
Use SINGAR template, check for alignment of mounting holes
Apply new air outlet vent modification to driver's station
Sand all rivet heads flush with surface
Check Transducer Mod (template)
Apply antenna mod (P7 only)
Remove all broken bolts / screws and note them below:
Final sign off before welding:
Final sign off after welding:
CPI
CPI
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